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AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions, and listings, of claims 
in the subject Patent Application: 

Listing of Claims : 

Claim 1. (Currently Amended). A light emitting diode (LED) display 
panel, comprising: 

more than one circuit board, butting against each other, each 
mounted with a LED matrix array on the top side of said circuit board; 

an L-shaped bracket mounted at the bottom side of each said circuit 
board and aligned with a butting edge of said circuit board, having a vertical wall 
facing another said vertical wall of an adjacent circuit board, and a horizontal 
bottom attached to the bottom side of the circuit board by screws; and 

a clamp straggling over two butting said vertical walls of adjacent 
said brackets to tighten the contact between adjacent said circuit boards; 

a set screw inserted at the vertical jaw of said clamp to tighten the 
two adjacent circuit boards butting against each other; and 

a second set screw on top of the clamp to align the adjacent said 
circuit boards vertically . 
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Claims 2-3 (Canceled). 

Claim 4 (Currently Amended) The LED display panel as described in 
claim 1, further comprising A light emitting diode PLED) display panel 
comprising: 

more than one circuit board, butting against each other, each 
mounted with a LED matrix array on the top side of said circuit board; 

an L-shaped bracket mounted at the bottom side of each said circuit 
board and aligned with a butting edge of said circuit board, having a vertical wall 
facing another said vertical wall of an adjacent circuit board, and a horizontal 
bottom attached to the bottom side of the circuit board by screws; 

a clamp straggling over two butting said vertical walls of adjacent 
said brackets to tighten the contact between adjacent said circuit boards; and 

a set screw on top of the clamp to align the adjacent said circuit boards 
vertically. 
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